


HOW TO DISASSEMBLE 
YOUR XBOX 


(FOR VERSIONS 1.0 — 1.6) 





RECOMMENDED TOOLS: 








#15 Torx #10 Torx 


1) #15 Torx screwdriver 

2) #10 Torx screwdriver 

3) (Optional) Rubber cement (used for gluing rubber pads) 
4) (Optional) a small jar (to hold removed screws) 


NOTE: Having the right tool for the right job will make all the difference between a 
pleasant experience vs. a nightmare!!! 


BEFORE YOU BEGIN: 


Make sure you are grounded before you begin disassembling your XBOX either by a 
grounding strap (Radio Shack Catalog #: 276-2370) or by touching something metal. 
Make sure that you are working on a non-conductive surface (i.e. wood, glass...etc.). 
Remove the rubber pads as shown below in figure #1. Before disassembling your XBOX 
console, you first need to break the factory XBOX seal. You do this by using a #1 slotted 
screwdriver or knife that cover two screws as shown below in figure #2. NOTE: you can 
just lift the rubber pad enough to remove the screw below it if you do not have 
rubber cement to glue them on back later!!! 
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FIGURE #1 


Remove the six case screws using your #15 Torx screwdriver as shown below in figure 
#2. 





FIGURE #2 


NOTE: Once the Xbox seal is broken, you void any warranties guaranteed by 
Microsoft!!! 


Turn over your XBOX console and gently pry the cover by lifting upward as shown 
below in figure #3. 
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FIGURE #3 


Now remove the three drive screws using your #10 Torx screwdriver. NOTE: the two 
DVD drive screws are located inside the cylinder shaft on either side of the drive. 
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FIGURE #4 


Now remove the IDE drive ribbon cable as shown below in figure #5. NOTE: do not 
pull on the ribbon cable as you may damage it; instead, grab the connector at the 
base of the ribbon and pull!!! 
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FIGURE #5 


Next gently pull the power connector outward as shown below. NOTE: do not pull on 
the power cable wires as you may damage it; instead, grab the connector at the base 
of the wires and pull. You can use a flat head screwdriver to help pry it out as 
well!!! 
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FIGURE #6 





























